
 

 Surface Roughness Tester TIME®3100 

The TIME®3100 is a compact, portable surface roughness tester for everyday use in 
production, workshops, and laboratories. Thanks to its pocket-sized design and intuitive 
operation, it is ideal for fast quality checks directly on the workpiece. 

 

Features 
• Two OLED displays (front and top) for optimal readability 
• Robust and compact pocket-sized housing 
• Measurement of roughness parameters Ra and Rz 
• Configurable limits with automatic pass/fail alert 
• Piezoelectric probe with diamond stylus 
• Rechargeable lithium-ion battery 
• Compliant with ISO and DIN standards 

 Scope of Delivery 
• Main unit 
• Roughness standard 
• Charger 
• User manual 
• Carrying case 

 

 

Technische Daten 
Parameter TIME®3100 
Measuring range Ra 0.05 – 6.5 µm 
Measuring range Rz 0.1 – 50 µm 
Measuring length 6 mm 
Measuring speed 1 mm/s 
Cutoff wavelength 0.25 / 0.8 / 2.5 mm 
Tolerance ±15 % 
Repeatability < 12 % 
Stylus Diamond, radius 10 ± 2.5 µm, 90° 
Display Dual-OLED 
Operating temperature 0 – 40 °C 
Power supply 3.7 V lithium-ion battery 
Charging time approx. 3 hours 
Dimensions 116 × 86 × 30 mm 
Weight 200 g 
Standard ISO / DIN 

Technische Änderungen vorbehalten. 
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